DMX-512 Lighting Control Cable <>

Aluminum Foil Shield Series SRWCT

Aluminum Foil Shield DMX-512 Cable for Installation
IREREREEZERADMX-512{5 4R

Economical and practical high-density twisted pair signal cable.
Aluminum Foil shield has poor flexibility.
Use NYLON FIBER for enhancing the tensile strength of the cable through the tube.
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»* New Update Item: 3070100203, Old Item: 3070101798
Item no. Jacket Color Conductor Jacket OD
BUSE IMEERES B8 AN
3070100203 10 Colors (7/0.18+XLPE1.6)*1P 4.0mm
Item No. BU5% 3070100203
Wire Information (7/0.18+XLPE1.6)*1P+NYLON FIBER
Mé‘fﬂ +DW7/0.18TC+AL-FOIL+PVC4.0

Vel s
%%‘;‘%2‘%“ "‘mz) 0.178mm?

Electrical Performance & 4 HE

Cond.D.C.R.ohm/1km

BEeEE 106.20Q

%I‘%%Dﬁﬂc .R. ohm/1km 83.050

%Egance(pﬂm) cl1 365 co 77.2
%d&%tﬁance(uH/m) 11 08 Lo 0.5
!er egﬁa?}%e(ohm) 1200

Voltga7 ((airealz(gown 300V

Mechanical Performance i 14EAE

Flex Life Number of Times
load 509§+/ 30°

S A 83000

500g BE+/-30°

'Iﬁ?éﬂ@e?sn%ngth (26°C, 65%RH) 57.68kgf

ﬂ)ﬂt%?’:s ;T‘r‘anperature -20°~+60°C(-4°~+140°F)
A -20°+70°C(-4"~+158°F)
100m Weight(kg)

100m E 5 Lo

2% % Electrical performance may have manufacturlnitolerances and measurement errors. At the time of editing, every effort has been made to ensure its authenticity.
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