
pin number Rated current per contact Wire size Insertion force Withdrawal force Contact resistance Dielectric strength 
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Power 2 16A 2.5mm2/ 14AWG Λ 20N Λ 20N Λ3m £ [ 1kVdc 

data 8 3A 1mm
2
/ 14AWG 
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,Orange color is default not marked. If there is deformation, Black: B  
Performance in 3th code of chromatography. 

« á¦ â° é Rear 

O-ring 
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Orange color is default for orange housing.  
Other housing’s O-ring is black 

E10 SERIES NICKEL SHELL 
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022 SHARK XLR CONNECTOR
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This series connector with China PAT. No.:

ZL 201310391020.1  ZL 201320540187.5  ZL 201520412969.9

part

Waterproof clamp structure.

Round cable clamp never hurt the wire.

防水夾具結構。圓形電纜夾不傷害電線。 

Enclosed latch design, female connector is 

completely impermeable and no fear on normal usage.

母連接器封閉式卡鎖設計，從而起到防水功能,以保證正常使用。

Female XLR body excluding spring, smooth and easy for assembly,

and cancelling the shell grounding, compliance with AES48-2005 standard.

XLR本體不包括彈簧，光滑易於組裝，基於AES48-2005標準,取消外殼接地

Dual-mold injection with integrated type of relief, strengthen structure, not broken.

TPR+ NYLON 雙模注塑軟質尾套,強度良好

*Another 8mm special connector is available. Item number remark -8mm

*另有發售8mm專用接頭 品號後綴-8mm

SVP555X-WP

SVP556X-WP

WORLD�NO.1�WATER�PROOF�XLR�CONNECTORWORLD�NO.1�WATER�PROOF�XLR�CONNECTOR

防水XLR連接器

9 COLORS 

具有9色可供選擇

WATER / DUST PROOF TEST REPORT 

SVP556X-WP
“Shark “waterproof  XLR Female connector

pin : sliver finish 

鯊魚型防水 XLR 連接器 母頭

外殼鍍鎳/插針鍍銀

5.5~6mm Ø

SVP555X-WP
“Shark “waterproof  XLR Male connector

pin : sliver finish 

鯊魚型防水 XLR 連接器 公頭

外殼鍍鎳/插針鍍銀

5.5~6mm Ø

SVP556X-WP-BK-PG
“Shark “waterproof  XLR Female connector

shell: electrophresis black pin : Gold finish 

鯊魚型防水 XLR 連接器 母頭

外殼電泳黑/插針鍍金 

5.5~6mm Ø

SVP555X-WP-BK-PG
“Shark “waterproof  XLR Male connector

shell: electrophresis black pin : Gold finish 

鯊魚型防水 XLR 連接器 公頭

外殼電泳黑/插針鍍金 

5.5~6mm Ø

SVP556X-WP-E10-PG SVP555X-WP-E10-PG
Water�proof��Network�&�Power�XLR�connector

防水型 網路+電源XLR 

IOT�  物聯網 網路+電源連接解決方案

POWER+DATA
因應大電流 + 乙太網路的連接使用

透過複合線纜在單一連接器上完成連接

適合需要乙太網路的燈具.物聯網.工業控制使用

具有IP67等級的防水能力(需使用圓形線纜)

建議使用信號電纜: CAT5E

In response to heavy current power and Ethernet systems

Connect through single connector and hybrid cable .

Suitable for lighting, Internet of Things and industrial control.

IP 67 Waterproof level.

Signal cable recommended: CAT5E

*This series defaults  with Gold-plated pins

*本系列默認採取鍍金針腳

SVP556X-WP-BKB-PG
T-washer is black color

黑色T防水圈(T-washer)


