Cable Assembly-Lighting Control

DMX Cable

Follow Standards: ANSI E1.27-1 - 2006 (R2016) Entertainment Technology — Standard for Portable Control Cables for Use with
ANSI E1.11 (DMX512-A) and USITT DMX512/1990 Products.

DMX-512 Cable

How to Order:
1. Select Cable 2. Select Connector 3. Check Length

1. Selet Cable Type

One Pair
AES-3 200m, Intensive twisted distance.

SREXACT 3070100176 DOUBLE SHIELD MICROPHONE

3070100098 0.1256mm? 4.8mm XLPE Black -
3070100176 0.1256mm? 6.0mm XLPE Black

® Very low capacitance.

® 098 is light and soft.

® Strong structure for touring and for patch cord.
e Aluminum Foil and Braid double shield.

SREXACT HIGH TWISTED DMX CABLE NO.30701019984

307011988A 0.22mm? 6.0mm FPE Gray

® Very low capacitance.
® AES-3 DMX-512 general soft cable.
@ Suitable for using in cold areas.

SREXACTI00%DOUSLE SHIELED UMK CABLE NO.3070100111

3070101758 0.226mm? 6.1mm XLPE Gray
3070100111 0.226mm? 6.1mm  PE Black

o Aluminum Foil and Braid double shield.
® 1758 is resistant to welding and easy to process.

4 N

TPU Waterproof

SREXACT' PURWATER PROOF & UV RESISTANT CABLE “

3076100001 0.22mm? 5.1mm PE Black _@f_
UV

e For shallow water diving environment.

o UV resistant.
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ANSI E1.11-2004 USITT DMX512-A

4.6 Preferred method of earth grounding data link common
DMX512 systems should make use of earth ground referenced
transmitting devices and isolated receiving devices.

In order to prevent the stepping voltage of the metal object at both
ends of the contact device from being detected when the DMX cable
is removed. The resulting DMX cable must not be grounded to the
soldered enclosure.

UV Resistant
/
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SVC687 Series Male XLR to Female XLR
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Two Pairs

SREMACT 5182 DMX-512 SFTP CABLE NO.307010015:

3070100182 0.22mm? 6.2mm PE Black

e Wire pairs are covered with Aluminum Foil to reduce crosstalk.
® Aluminum Foil and Braid double shield.

3070101788 0.226mm? 8.0mm XLPE Gray
3070100147 0.226mm? 8.0mm  PE Black

® 1788 is resistant to welding and easy to process.
e Two pairs are twisted with different distance to avoid crosstalk.
® Aluminum Foil and Braid double shield.

Installation

SREMACTDA-202AT DMX CABLE ND.3070100203 ’

3070100203 0.178mm? 4.0mm XLPE Gray

e Non-flame retardant engineering installation cable.
e Use NYLON FIBER for enhancing the tensile strength.

Flame Retardant Installation

SREXACT 16 60332222004 FLAME RETARDANT CABLE HO.3075100005

3075100005 0.226mm? 5.1mm PE Gray
e Use NYLON FIBER for enhancing the tensile strength. A

% Corresponding to single vertical flame retardant Flame
standard of 1EC6033.2-2-2:2004/GB-T18380.22-2003.

“SREXACT

Retardant



“sREXACT

DMX-512 Cable

2. Select Cable Type

SvVCes7v

SVP555V + SVP556V

SVC687 Series

SVC687V-BK-PG

SVP555V-BK-PG + SVP556V-BK-PG
@ Black Shell and Gold Plated

Cable Assembly-Lighting Control

DMX Cable

SVC687S-BK

SVP555S-BK + SVP556S-BK
@ Black Shell

SVC687S
SVP555S + SVP556S

SVC687SC

SVP555SC + SVP556S

svVCes7B

SVP555D + SVP556B

SVCe87MC

SVP555MC + SVP556MC

SVC687S-N-M
SVP555S-N-M + SVP556S-N-M

SVC687X-Q-GY
SVP555X-Q-GY + SVP556X-Q-GY
® ECO, Only 3P

Item No. Rule:

SVC687X-WP

SVP555X-WP + SVP556X-WP
e |P65 Waterproof
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Remark | Define
@ SVC687 | DMX-512 Cable
@ Connector Type
@ Pin Define
@ Cable Item No.
@ Length
@ Trade Mark
@ Connector Type
Remark Male XLR Female XLR
\% SVP555V SVP556V
V-BK-PG SVP555V-BK-PG SVP556V-BK-PG
S-BK SVP555S-BK SVP556S-BK
= SVP5555 SVP556S
SC SVP555SC SVP556S
B SVP555D SVP556B
MC SVP555MC SVP556MC
S-N-M SVP5555-N-M SVP5565-N-M
X-Q-GY SVP555X-Q-GY SVP556X-Q-GY
X-WP SVP555X-WP SVP556X-WP
X-WP-BK-PG = SVP555X-WP-BK-PG =~ SVP556X-WP-BK-PG

SVC687X-WP-BK-PG
SVP555X-WP-BK-PG + SVP556X-WP-BK-PG

® |P65 Waterproof, Black Shell and Gold Plated

@ Pin Define

Remark  Connector A
3P3C 3P Female
5P3C 5P  Female
5P5C 5P  Female
3F5M 3P Female
3M5F 5P  Female
3M3M 3P Male
3F3F 3P Female
5M5M 5P Male
SF5F 5P  Female
3P3CH 3P Female
5P3CH 5P Female

@ Cable Item No.

Remark Cable

1988 3070101988
98 3070100098
176 3070100176
1758 3070101758
111 3070100111
WO001 3076100001

Connector B

3P Male
5P Male
5P  Male
5P Male
3P Male
3P  Male
3P Female
5P Male
5P Female
3P  Male
5P Male

Remark
1788
147
182

203
FOO5

% W: TPU Waterproof Type
F : Flame Retardant Type
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3P3C, 1 Pair

5P3C, 1 Pair

Cable

1 Pair

1 Pair

2 Pairs

1 Pair

1 Pair

1 Pair

1 Pair

2 Pairs

2 Pairs

2 Pairs Only Use 1 Pair
2 Pairs Only Use 1 Pair

5P5C, 2 Pairs

Cable

3070101788
3070100147
3070100182
3070100203
3075100005

*5P3CH

*2 Pairs Only Use 1 Pair
Only for special order,
not suggested.



