DMX-512 Lighting Control Cable

Two Pair Braid Shield Series

Aluminum Foil + Braid Double Shield DMX-512 Cable

EREHERE + REEIDMX-512{5 k4R

e The difference between 3070101788 and 3070100147 is the insulation material, both are excellent DMX-512 cables.

e 3070101788813070100147MERITEREBHBEM K - MBAMNER - HEIEBEEDMX-5124F48 -

XLPE for Bulk Cable Sales
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Item no. Jacket Color Conductor Jacket OD
BUSE IMEERES B8 AME

3070101788 Gray (20/0.12+XLPE1.65)*2P  8.0mm

Item No. EY5% 3070101788

PE for Assembly Cable

Item no. Jacket Color Conductor Jacket OD
itk IMEERES D AME

3070100147 Black (20/0.12+PE1.65)*2P 8.0mm

Item No. Ei5% 3070100147

Wire _IQ]Hmation (20/0.12+XLPE1.65)*2P+PPR+AL-FOIL

Wire Inf&rmation (20/0.12+PE1.65)*2P+AL-FOIL

BMER +DW7/0.20TC+BD16*9/0.12TC+PVC8.0 BMER +DW7/0.20TC+BD16*9/0.12TC+PVC8.0
Main Conductor(AWG) Main Conductor(AWG)
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Electrical Performance & 4 HE Electrical Performance E& 4L
Cond.D.C.R. ohm/1km Cond.D.C.R. ohm/1km
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Shield.D.C.R. ohm/1km Shield.D.C.R. ohm/1km

T 17Q T o <18.1Q
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Capacitance(pF/m) Capacitance(pF/m)
EANE C1 35.14 co 57.76 ESME C1 47.63 co 90.02
Inductance(pH/m) Inductance(ptH/m)
ERE L1 0.817 LO 0.488 ERE L1 0.791 LO 0.487
Impedance(ohm) Impedance(ohm)

120Q 120Q
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Voltage Breakdown 300V Voltage Breakdown 300V

Mechanical Performance i 14EAE
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Mechanical Performance i 14AE

Flex Life Number of Times
load 509§+/-30
==

REnRUAE >98700
500g BE+/-30
3 o co

Appllcable Temperature -20°~4+60°C(-4°~+140°F)

EZEI1ERE

Peak Temperature g o o
@BEIVETE -20°~+70°C(-4°~+158°F)
100m Weight(kg)

100m E% 81

e Bulk cable sales suggest choosing 3070101788 can effectively
improve the soldering quality.

o BB SHEEEIEIE3070101788AEANIES IBERE -

Flex Life Number of Times

load 500g+/-30°

e >58800
500g BE+/-30°

Tensile Strength (26°C, 65%RH)
RIEEENE >76kgf

Appllcable Temperature -20°~+60°C(-4°~+140°F)

EZEI1ERE

Peak Temperature e an o
T«EBE_TJ’EFE -20°~+70°C(-4°~+158°F)
100m Weight(kg)

100m E% 81

e If you are shopping for Assembly Cable, you can choose
3070100147.
o YNSRTEEEE Ml 0] LIEE3070100147 -

% Electrical performance may have manufacturing tolerances and measurement errors. At the time of editing, every effort has been made to ensure its authenticity.
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