< o Analogy Audio Cable
SR%’ @CT Balance Series

Conductive PE Shield Balance Microphone Cable
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e Suitable for wired microphones that need to move.
e Conductive PE can absorb capacitance changes caused by movement and vibration.
e Low capacitance, soft feel.
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SRE)ACT LOW NOISE MICROPHONE CABLE NO.3070100029

Item no. Jaqke} Color ggnductor Jacket OD Item no. Jaqket Color ggnductor Jacket OD
il IMKERES =5 AME il IMKERE 58 MK
(20/0.12+PE1.4 (20/0.12+PE1.4)*1P
3070100029 7 Colors +C-PE1.8)*1P 6.5mm 3070100030 7 Colors +C-PE3.6 6.5mm
Item No. BU5% 3070100029 Item No. BY5% 3070100030
Wire Information (20/0.12+PE1.44C-PE1.8)*1P Wire Information (20/0.12+PE1.4)*1P+COTTON YARN
7 =i +COTTON YARN+5P80/0.10+PVC6.5 % = +COTTON PAPER+CPE3.64+SP60/0.12
BwErER /! ErER /
+PV(C6.5
Main Conductor(AWG) Main Conductor(AWG)
TEERHEE ERANIS oo RIS
Main Conductor(mm?) Main Conductor(mm?)
IE%E&%E 0.226mm? IEE%&%@E 0.226mm?
Electrical Performance BSR4 HE Electrical Performance EEMHAE
%Eg@éﬁcﬂR ohm/1km 82+/-3%0 %EQ%BCHR ohm/1km 75.74/-3%Q
Shield.D.C.R. ohm/1km 5 Shield.D.C.R. ohm/1km 0
RS 25+/-3%Q RS 28.9+/-3%0
%Efgance(p” m) A 757 o) 166.4 %’E%a”ce‘p” m) 1 579 o 109.6
%d,%‘ﬁgnce(“”/ m) 11 0798 Lo 0.442 %dé‘ﬁaa“ce(“”/ m) (1 Lo
Impedance(ohm) Impedance(ohm)
B 1020 I
Voltage Breakdown Voltage Breakdown
BEESEE 300% BEESEE 200V
Mechanical Performance 14 RE Mechanical Performance i 145E
Flex Life Number of Times Flex Life Number of Times
load 500g+/-30° load 500g+/-30°
e s >28000 e s >72000
500g BE+/-30° 500g AE+/-30°
Tensile Strength (26°C, 65%RH) Tensile Strength (26°C, 65%RH)
PR 76kef PR >aokef
Applicable Temperature 50~ E0° (a0~ o Applicable Temperature 0%~ E0° (Ao~ o
é’%ﬂ,ﬁg 20°~+60°C(-4°~+140°F) éﬁlmg 20°~+60°C(-4°~+140°F)
Peak Temperature G o ° Peak Temperature e O o
@BEIVEE* -20°~+70°C(-4°~+158°F) @BEIVEFE -20°~+70°C(-4°~+158°F)
100m Weight(kg) 100m Weight(kg)
ok E% 5.14/-0.2 el Eé 5.3+/-0.2
e Each core is covered with conductive PE. e The conductive PE on the entire wire pair jacket.
® Has better adaptability to extrusion when moving. e For easy processing.
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M Black 3070100029 M Blue E£ 3070100122 MW Black 2 3070100030 [ Blue E£ 3070100115
M Red #] 3070100032 [ Purple %58 3070100297 M Red #] 3070100114 M Purple %8 307010030P
I Orange #% 3070100293 M Orange % 3070100300
Yellow E= 3070100294 Yellow &= 307010030Y
B Green #% 3070100295 M Green #% 307010030G

% Ele/c_tricil perbformance\may haveErln\anLunfa},cturing;coleranceg and measurement errors. At the time of editing, every effort has been made to ensure its authenticity.
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