Speaker Cable < 5
Twisted Pair SR%)@CT

PVC Twisted Pair Speaker Cable
PVCHH 42 BY IR 1N 4R

Black/Red Twisted Pair Speaker Cable Blue/Transparent Twisted Pair Speaker Cable
SREXACT PROFESSIONAL SPEAKER CABLE ‘ WM’
| |
Main Conductor Black/Red Blue/Transparent Capacitance(pF/m)
SEMHEE  tem No. ftstrr N Conductor  JacketOD(mm)  Cond.D.C.R. ohm/1km betwean Conductars Voltage Breakdown

AWG  mme  B/AIBES  E/EWEDN SR SME SREE SRUESE BEEEBE
4.0 307070197N 3070700197 80/0.254 10.0 4.31 196.02

12 3.294 307070188N 3070700188 65/0.254 9.0 5.43 195.82
2255 307070172N 3070700172 50/0.254 8.2 7.5 176.8

14 2.077 307070189N 3070700213 41/0.254 8.0 8.62 161.84 300V or better
1.5 307070173N 3070700173 30/0.254 7.2 12.5 142.06

16 1.307 307070198N 3070700198 65/0.16 7.0 13.7 130.62

18 0.824 307070199N 3070700199 41/0.16 6.0 21.8 113.67

20 0.522 307070200N 3070700200 26/0.16 5.5 34.6 80.49

Wire Information #31 &idl

Black/Red Twisted Pair Speaker Cable (OFC+BIack PVC/OFC+Red PVC)+Gray PVC
B/AL BB RIIRIINGR (FmEH+ B PVC/IREHT+AL PVC)+IK PVC
§Lue/Transparent Twisted Pair Speaker Cable (OFC+B|ue PVC/TC+ Transparent PVC)+ Transparent PVC
E/BIRE RN (|G 8H+EE pvc/iE $580+5RA PvC)+3ERA PVC

Mechanical Performance 14 RE

Flex Llfe Number of Times Ioad 500g+/-30°
BRESmREEFH 5008 BE+/-30°
Ten5|le Strength (26°C, 65%RH)

HBEE NS
P S -20°C~ +60°C(-4°F~ +140°F)
TR -20°C™ +70°C(-4°F~ +158°F)

% Electrical performance may have manufacturing tolerances and measurement errors. At the time of editing, every effort has been made to ensure its authenticity.
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