Cable Assembly-Professional Audio @f’sn cT ®SR CT Cable Assembly-Professional Audio
; 5 : a 6 . Speaker Cable

Speaker Cable

Speaker Cable Speaker Cable
How to Order: Pro Audio Market Musical Instrument Market
1. Select Connector 2. Select Cable 3. Select Wiring Link Type 4. Check Length XLPE Twisted Pair Speaker Cable No-Twisted Speaker Cable

SKC870 Series Female to Female Speaker Cable

SREXACT PROFESSIONAL SPERKER CARLE N0 2070720151

SREXACT PROFESSIONAL SPEAKER CABLE NO.3070700014

Application Cable AWG Cable

Connector Type Market Core | mm?2 1tem No. Item No.
6.0 3070720208 = SKC870TX-2C-20208-0M o Blue jacket. o Black jacket.
4.0 3070720167 = SKC870TX-2C-20167-0M ® Use high-quality XLPE insulation and with ® Use PVC insulation, parallel type structure, economic savings.
2C 3.235 3070720014 SKC870TX-2C-20014-0M twisted to reduce external interference.
40A 13/2.5 3070720151 SKC870TX-2C-20151-0M
Heavy Duty ) 14/2.0 3070720015 SKC870TX-2C-20015-1M .
Pro Aud K ries Femal Mal ker |
4Pins ro Audio 6.0 3070720209 SKC870TX-4C-20209-0M SKC888 Series Female to Male Speaker Cable
SVP562TX 4.0 3070720168 = SKC870TX-4C-20168-0IM SKS888TX SKS888WP-P
ac 3.235 | 3070720002 SKC870TX-4C-20002-0M  SKC870TX ’ < SVP562TX + SVP563LTX SVP562-GY-WP
13/2.5 3070720161 SKC870TX-4C-20161-0M  SVPo62TX+SVPSE2TX 40A 4P, Max 10AWG +SVP563L-M-P
14/2.0 3070720174 SKC870TX-4C-20174-0M 25A 4P, Max 12AWG
40A Loading Watt, Amp, Volt
Resistance ~ Watt Amp  Volt
C tor T Application Cable AWG Cable {tem N 2ohm 3200 40 80
onnector IyPe - prarket Core  mm? Item No. i 4ohm 6400 40 160
25A ) 2C 3070720151 = SKC870WP-2C -20151-11M [ 8ohm 12800 40 320
Pro Audio 13/2.5 a
Waterproof ac 3070720161 SKC870WP-4C -20161-0M
4Pins Musical 2C 14120 3070700015 = SKC870WP-2C -00015-0M
SVP562-GY-WP  Instrument = 4C | 3070700020 =~ SKC870WP-4C -00020-0M Item No. Rule:
Application  Cable AWG  Cabl SKC870WP (@ [0 OL® HE] @ wrinsinkTyee
pplication able able T = 4 Pins
Connector Type - o Core | mm2 | item No. ftem No. SVP562GY-WP + SVP562GY-WP skcsss| WP-p |- 2¢|-[ 20151 |-[25M|  Example
. 4.0 3070720167  SKC870XQ-2C -20167-0M . . - . o 2C: 4P2C 2C: Star Quad Parellel 4C: 4P4AC
350 pro Audio 13/2.5 3070720151 SKC870XQ-2C -20151-0M = = "Ie | UL "Ie | 14— 1+ 14— 1+
Big Power 4.0 3070720168 ~ SKC870XQ-4C -20168-0M @ | skegro | Femaletofemale | g qpg | Femaleto Male - — 1 1 =1 - — 1
. ac Speaker Cable Speaker Cable
4 Pins 13/2.5 3070720161 SKC870XQ-4C -20161-0M SKC870 Connector Type SKC888 Connector Type 2+ 2+ 2+ 2+ 2+ —— 2+
SVP562%-Q Musical 2C 12,0 3070700015 =~ SKC870XQ-2C -00015-0M (Default) | SVP562.C%2 P SUP567:C % SUPSEAEND 2- 2- 2- 2- 22— 2-
Instrument = 4C 3070700020 SKC870XQ-4C -00020-1/M N SVP562N-C*2 N-P SVP562N-C + SVP563L-M-P
® X SVP562TX*2 @ SVP562TX + SVP563LTX 8Pins
. wP SVP562-GY-WP*2 | WP-P SVP562-GY-WP + SVP563L-M-P 6C: 8P6C 8C: 8P8C
Connector Type  APplication  Cable  AWG  Cable 1tem No. xQ SVP562%-Q*2 XQP | SVP562%-Q +SVPS63L-M-P
Market Core  mm? | Item No. L SVPS62L-GY-8P | L-P SVP562L-GY-8P + SVPS63L-M-P I+ — 1+ I — 1+
25 o 4.0 3070720172 SKC870L-6C -20172-0M 2 4P2C/Star Quad Parellel - — 1- - — 1-
13/2.5 3070720163 SKC870L-6C -20163-00M 2 —— T 26— 2%
8 Pins Pro Audio / ‘ SKC870XQ ® e | Wiring Link Type apac 2. 2. 2. 2.
SVPE6IL-GY.8P ac 4.0 3070720173 = SKC870L-8C -20173-0M SVP562X-Q + SVP562%-Q L6Cc | 8P6C
13/2.5 3070720165 SKC870L-8C -20165-0M 8C 8P8C 5h — 3¢ 8t —— 8¢t
@ Cable Item No. Final 5 Number 3- — 3- 3- —— 3-
® Length: 2/5/10/15/20/25m 4+ 4+ 4+ —— 4+
4- 4- 4 — 4
3 In order to reduce cable fillers, if you want to use 2C larde-diameter
cables, you can choose 4C products to do star-quad parallel connection.
For Example:
make 6mm? 2C by 3.235mm? 4C, make 4mm? 2C by 2.0mm? 4C.
SKS870 (Default) SKS870N ‘
SVP562-C + SVP562-C SVP562N-C + SVP562N-C
3% OED trandmark cable must reach the limitation of the minimum quantity. SKC870L
% 2,4,6,8,16C 4.0mm? and 2.5mm? can accept a certain number of SVP562L-GY-8P + SVP562L-GY-8P v
external joint processing custom. =3 -
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