Cable Assembly-Professional Audio

Pro Stage Multi-Cable System

PQ Multi-Pin Connector

o Similar to EU regulation ITT VEAM connector.
e Gold plated pins, contact resistance 3mQ.
o XLR pin 1 is a single connection.
@ Each channel has single grounded,
don’t interfere each other.
e |P55 waterproof rating.

48 Pins for 16CH

Male Socket Male Connector
SVP-PQ32/48MM SVP-PQ32/48M-C

Female Socket Female Connector
SVP-PQ32/48FM SVP-PQ32/48F

72 Pins for 24CH

Male Socket Male Connector
SVP-PQ40/72MM SVP-PQ40/72M-C

Female Socket Female Connector
SVP-PQ40/72FM SVP-PQ40/72F

96 Pins for 32CH

*% The order quantity must reach 250pcs.

Female Socket
SVP-PQ48/96FM
Male Socket Female Connector Male Connector
SVP-PQ48/96MM SVP-PQ48/96F SVP-PQ48/96M

90 degrees quick tenon type interface.
Never worry about being dirty or
thread be locked.

Enhanced tube housing, with hexagon
screw lock. Don’t scrape hands, and
attached wrench convenient for
locking cap.

Waterproof cap, keeping cable being
round and protecting from water.

Item No. Rule: Example:
L @ @/®®®-® |swrals2/ssm[m-|c]

Remark Define

@ SVP-PQ SUNRISE PQ Multi-Pin Connector
® Shell Type: 32/40/48
@ Number of Pins: 48/72/96
@ M Connector Type Mole

F Female
@ M Mount Socket
@ C Protective Cover
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